
                                                                

    

 LED EMERGENCY DRIVER

KVD188B-EM03

Descriptions:

apply to constant current driver 
external lighting products

battery: over-charge/discharge 
protection and short circuit protection

Specification:

Input voltage:                                

Input current:                               

Charging power:                               

Emergency output Voltage:                               

Emergency power:                                            3W

Emergency time:                                   

Charging current:                                

Charging time:                                   

Battery capacity:                       

constant power emergency output

self-detect

accessories: test button and 
charging indicating lights

working environment: temp.: 0 to 50℃

IP 20 standard

not suitable for high risk lighting environment

3yrs warranty

Power factor:                                 

Changing mode:                                     

Case temperature:                                                                       

100-277VAC 50/60Hz 

100mA max.

＞0.5

0-350mA .

≥24Hours

Trickle charging

DC10-180V

 2H

5.0W max.

tc 70℃ Max.        
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®

2200mAh-3.7V

Built-in battery
Use with ternary lithium battery



wiring diagram:
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Installation and Notifications:

 Install by licenced electrician, must be under power off electricity stage, Live line. 

 Working is prohibited, according to avoid accidental clause.

Light's driver: "L" and Emergency driver "L" must be same phase. 

Under emergency stage, other than lighting lamp, all will be off. 

Emergency driver testing must be longer than 1min, don't press the testing button frequently. 

  Emergency driver has self-detect function, will be discharge and charge per 3 month since 
electicity supply connected, according to enlonger the lifespan of battery, must  have 
maintenance by experienced electrician regularly.

Emergency driver working temp. is -10 to 55℃ , avoid to working over or under this range for 
battery lifespan consideration
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